










MSDDJ

Joint Width (W) (mm) 25 50

Exposed surface (ES) (mm) 31 47

Movement Capacity (mm) 12 25

MSD-QDJ

Joint Width (W) (mm) 25 50

Exposed surface (ES) (mm) 29 48

Movement Capacity (mm) 12 25



MSDDJ-1

Joint Width (W) (mm) 25 50

Exposed surface (ES) (mm) 35 55

Movement Capacity (mm) 12 25

MSDDJ-2

Joint Width (W) (mm) 50

Exposed surface (ES) (mm) 44

Movement Capacity (mm) 25



Extruded Aluminum FrameContinous Insert Rubber

W

ES

MSD-QDJF

MSD-QDJ-2

W

ESExtruded Aluminum Frame
Continous Insert Rubber

07

MSD-QDJ-2

Joint Width (W) (mm) 50

Exposed surface (ES) (mm) 44

Movement Capacity (mm) 25

MSDDJF

Joint Width (W) (mm) 50

Exposed surface (ES) (mm) 66

Movement Capacity (mm) 20

MSD-QDJF

Joint Width (W) (mm) 50

Exposed surface (ES) (mm) 59

Movement Capacity (mm) 12



W

ES

Extruded Aluminum FrameContinous Insert Rubber
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MSQTP-2

Joint Width (W) (mm) 25 50 75 100

Exposed surface (ES) (mm) 48 73 98 123

Movement Capacity (mm) +/-12.5 +/-25 +/-30 +/-40

MSQTP-1

Joint Width (W) (mm) 25 50 75 100

Exposed surface (ES) (mm) 25 50 75 100

Movement Capacity (mm) +/-12.5 +/-25 +/-37.5 +/-50



W

ES Extruded Aluminum Frame

Continous Insert Rubber
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MSQTO-1

Joint Width (W) (mm) 25 50

Exposed surface (ES) (mm) 115 140

Movement Capacity (mm) 12 25

MSLTO-1

Joint Width (W) (mm) 25 50

Exposed surface (ES) (mm) 70 95

Movement Capacity (mm) 12 25



MSD-QDG

continuous extruded aluminum plate
aluminum plate on the
 top of water barrier

Stainless Steel screws

water barrier

W

ES

W

ES

water barrier

aluminum plate on the
 top of water barrier

continuous extruded aluminum plate
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MSDDG

Joint Width(W) (mm) 50 100 150 200

Exposed Surface(ES) (mm) 150 200 250 300

Movement Capacity(mm) 100 150 200 250

Features:

• Surface mounted type

• Easy instal lation on site

• Durable architectural 

   aluminum covers

MSD-QDG

Joint Width(W) (mm) 50 100 150 200

Exposed Surface(ES) (mm) 100 150 200 250

Movement Capacity(mm) 100 150 200 250



ES

W

extruded aluminum plateextruded aluminum base frame

galvanized steel centering bar
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MSDG

Joint Width(W) (mm)

Exposed Surface(ES) (mm)

50 75 100 125 150 200

150 150 200 200 250 300

Movement Capacity (mm)

Total 140 140 185 190 240 290

+ 115 90 110 90 115 115

- 25 50 75 100 125 175

Wideness of Plate(mm) 150 150 200 200 250 300

Thickness of Plate(mm) 4 4 4 4 4.5 5

Load Capacity(KN) 25 20 10 10 10 10

Features:

• Designed with beveled edges for pedestrian safety

• Easy to instal l

• Economical solution for retrofit  and surface mount instal lations

• Offering serrated surface and beveled edges for pedestrian safety

• Ideal for carpet,  vinyl ,  ceramic t i le and other f loor f inishes

• Also avai lable in stainless steel and brass

• Wider widths avai lable

• The most popular and economical model 



MSD-QG W

ES

extruded aluminum base frame

galvanized steel centering bar

extruded aluminum plate
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MSD-QG

Joint Width(W) (mm) 50 75 100 125 150 175

Exposed Surface(ES) (mm) 200 200

175 170

100 150 150 200

Movement Capacity (mm)

Total 70 125 125 175

+ 50 80 55 80 55 25

- 20 45 70 95 120 145

Wideness of Plate(mm) 150 150 150 200 200 200

Thickness of Plate(mm) 4 4 4 4 4 4

Load Capacity(KN) 25 35 10 10 10 10



ES

W

stainless steel/aluminum/brass plateextruded aluminum base frame

galvanized steel centering bar

sealant
(by others)

water barrier

MSDGCP

Joint Width(W) (mm) 50 100 150 200

Exposed Surface(ES) (mm) 150 200 250 300

Movement Capacity(mm) 140 185 240 290



W

ES

extruded aluminum plateextruded aluminum base frame

galvanized steel centering bar

water barrier

MSD-QGA
W

ES
extruded aluminum base frame

galvanized steel centering bar

extruded aluminum plate

water barrier

MSDGA

Joint Width(W) (mm) 150 200

Exposed Surface(ES) (mm) 250 300

Movement Capacity(mm) 190 240

MSD-QGA

Joint Width(W) (mm) 100 125 150 175

Exposed Surface(ES) (mm) 200 200

Movement Capacity(mm) 175 170

150 200

125 175



W

ES

extruded aluminum plate
extruded aluminum base frame

galvanized steel centering bar

water barrier

MSDGJ

MSD-QGJ 

W

ES

extruded aluminum base frame

galvanized steel centering bar

water barrier

extruded aluminum plate

MSDGJ

Joint Width(W) (mm) 50 100 150 200

Exposed Surface(ES) (mm) 150 200 250 300

Movement Capacity(mm) 140 185 240 290

MSD-QGJ

Joint Width(W) (mm) 50 100 150 200

Exposed Surface(ES) (mm) 100 150 200 300

Movement Capacity(mm) 125 125 125 125



MSDGJS

MSD-QGJS

W

ES

extruded aluminum plate

extruded aluminum base frame

galvanized steel centering bar

water barrier

W

ES

extruded aluminum base frame

galvanized steel centering bar

extruded aluminum plate

water barrier

MSDGJS

Joint Width(W) (mm) 50 100 150 200

Exposed Surface(ES) (mm) 150 200 250 300

Movement Capacity(mm) 140 185 240 290

MSD-QGJS

Joint Width(W) (mm) 50 100 150 200

Exposed Surface(ES) (mm) 100 150 200 300

Movement Capacity(mm) 125 125 125 125



W

ES
extruded aluminum base frame

galvanized steel centering bar

water barrier

extruded aluminum plate

MSDGP

Joint Width(W) (mm) 100 150 200 250

Exposed Surface(ES) (mm) 192 242 292 342

Movement Capacity(mm)

W

ES
extruded aluminum base frame

galvanized steel centering bar

extruded aluminum plate

water barrier

MSD-QGP

Joint Width(W) (mm) 100 150 200 250

Exposed Surface(ES) (mm) 146 196 246 296

Movement Capacity(mm)



MSD-QGP-1 

W

ES

extruded aluminum plate

extruded aluminum base frame

galvanized steel centering bar

water barrier

W

ES

extruded aluminum base frame

galvanized steel centering bar

water barrier

extruded aluminum plate

MSDGP-1

Joint Width(W) (mm) 100 150 200 250

Exposed Surface(ES) (mm) 200 250 300 400

Movement Capacity(mm) 60 60 60 60

MSD-QGP-1

Joint Width(W) (mm) 100 150 200 250

Exposed Surface(ES) (mm) 150 200 250 300

Movement Capacity(mm)



W

ES

extruded aluminum plate

extruded aluminum base frame

galvanized steel centering bar

water barrierMSDGP-2

Joint Width(W) (mm) 50

Exposed Surface(ES) (mm) 112

Movement Capacity(mm) 50



Features:

• Centering Bar System

• High load bearing systems rated for vehicular traff ic

• Engineered for pneumatic and solid t ires

• Ideal system for parking garages, warehouses, trol ley access,  etc.

• Ful ly seismic center bar system

• Cost-effective option for high load bearing system needs

• Ideal for vehicular traff ic areas such as parking garages and warehouses

ES
extruded aluminum plateextruded aluminum base frame

galvanized steel centering bar

water barrier

W

MSDGC

Joint Width(W) (mm) 100 150 200

Exposed Surface(ES) (mm) 223 273 323

Movement Capacity(mm) 100 150 200

MSD-QGC

Joint Width(W) (mm) 100 150 200

Exposed Surface(ES) (mm) 162 212 262

Movement Capacity(mm) 65 65 65

W

extruded aluminum base frame

galvanized steel centering bar

extruded aluminum plate

water barrier

ES



W

ES

extruded aluminum plate
extruded aluminum base frame

galvanized steel centering bar

water barrier

W

ES
extruded aluminum base frame

galvanized steel centering bar

extruded aluminum plate

water barrier

MSDGCA-1

Joint Width(W) (mm) 100 150 200

Exposed Surface(ES) (mm) 254 304 354

Movement Capacity(mm) 80 80 80

MSD-QGCA-1

Joint Width(W) (mm) 100 150 200

Exposed Surface(ES) (mm) 177 227 277

Movement Capacity(mm) 40 40 40



MSDGCA MSD-QGCA 

W

ES
extruded aluminum base frame

galvanized steel centering bar
extruded aluminum plate

extruded aluminum plate

water barrier

MSDGCA-2

Joint Width(W) (mm) 100

Exposed Surface(ES) (mm) 307

Movement Capacity(mm) 25

MSDGCA

Joint Width(W) (mm) 100 200

Exposed Surface(ES) (mm) 290 515

Movement Capacity(mm) 125 200

W

Anti slip gasket to  be more flexsible Extruded Aluminum Plate
Extruded Aluminum Base

ES



W

ES
extruded aluminum base frame extruded aluminum plate

water barrier

W

extruded aluminum base frame

extruded aluminum plate

extruded aluminum frame

ES

water barrier

MSDKC

Joint Width(W) (mm) 100

Exposed Surface(ES) (mm) 310

Movement Capacity(mm) 76

MSD-QKC

Joint Width(W) (mm) 100

Exposed Surface(ES) (mm) 205

Movement Capacity(mm) 38



MSDK

Joint Width (W)(mm) 25 50 100

Exposed surface( ES)(mm) 168 193 243

Movement Capacity

Total 79 108 108

+ 54 54 54

- 25 54 54

Plate Width (mm) 83 108 150

Thickness of Plate (mm) 4 4 4

MSD-QK

Joint Width (W)(mm) 25 50 100

Exposed surface( ES)(mm) 142 142 192

Movement Capacity

Total 52 54 54

+ 27 27 27

- 25 27 27

Plate Width (mm) 100 100 150

Thickness of Plate (mm) 4 4 4



MSDYH 

MSD-QYH



MSDYH-1

MSDYH-2 W

Extruded Aluminum Plate

MSDYH-2

Joint Width(W) (mm) 50

Exposed Surface(ES) (mm) 175

Movement Capacity(mm) 80

MSDYH-1

Joint Width(W) (mm) 50

Exposed Surface(ES) (mm) 200

Movement Capacity(mm) 10



MSDSJ

Joint Width(W) (mm)

Exposed Surface(ES) (mm)

Movement Capacity(mm)

50 100

162 300

25 25

MSD-QSJ

Joint Width(W) (mm)

Exposed Surface(ES) (mm)

Movement Capacity(mm)

50 100

106 200

13 13



·Featuring a Centering Bar System
·Dual seal design provides necessary 
 movement ranges.
·Flush rubber gasket minimizes sightl ine
·Gaskets avai lable in many coordinating 
 designer colors.
·Snap-fit  design for easy on-site assembly
·Flexible seals provide a secure f it  and yet 
 retain optimal f lexibi l ity
· Ideal for carpet,  vinyl ,  ceramic t i le and 
 other f loor f inishes
·Be cost-effective with many different joint

MSDSJ-1

Joint Width(W) (mm)

Exposed Surface(ES) (mm)

Movement Capacity(mm)

100 150 200 250 300

300 350 400 450 500

25 25 25 25 25

MSDSJH

Joint Width(W) (mm)

Exposed Surface(ES) (mm)

Movement Capacity(mm)

100 150 200 250 300

235 285 335 385 435

25 25 25 25 25

MSD-QSJH

Joint Width(W) (mm)

Exposed Surface(ES) (mm)

Movement Capacity(mm)

100 150 200 250 300

168 218 268 318 368

13 13 13 13 13



·Featuring a POP UP System
·Centering Bar/Compression Spring assembly reposit ions the pan 
 af ter seismic movement
·Ideal for high grade marble,  granite,  l imestone and paver f loor f inishes
·Dual seal design provides necessary movement ranges.
·Flush rubber gasket minimizes sightl ine
·Gaskets avai lable in many coordinating designer colors.
·Snap-fit  design for easy on-site assembly
·Flexible seals provide a secure f it  and yet retain optimal f lexibi l ity

MSDSZJ

Suitable for Joint width 75—500mm

Joint Width(W)(mm) 75 100 125 150 175 200 250 300 350 400 450 500

Exposed surface(ES)(mm) 215 240 265 290 315 340 390 440 490 540 590 640

Movement 
Capacity)(mm)

Total 50 50 50 50 50 50 50 50 50 50 50 50

+ 25 25 25 25 25 25 25 25 25 25 25 25

- 25 25 25 25 25 25 25 25 25 25 25 25

Wideness of Plate(mm) 115 140 165 190 215 240 290 340 390 440 490 540

Thickness of Plate(mm) 1.5 1.5 1.5 2 2 2 3 3 3 5 5 5

：

 MSD-QSZJ

Suitable for Joint width 75—500mm ：

Joint Width(W) 75 100 125 150 175 200 250 300 350 400 450 500

Exposed surface(ES) 145 170 195 220 245 270 320 370 420 470 520 570

Movement Capacity

Total 25 25 25 25 25 25 25 25 25 25 25 25

+ 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5

- 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5

Wideness of Plate(mm) 95 120 145 170 195 220 270 320 370 420 470 520

Thickness of Plate(mm) 1.5 1.5 1.5 2 2 2 3 3 3 5 5 5



·Featuring a POP UP System
·Centering Bar/Compression Spring assembly
  reposit ioning the pan after seismic movement
·Ideal for high grade marble,  granite,  
  l imestone and paver f loor f inishes
·"Zero Sight Line" effect preferred by 
  interior designers
·Si l icon Sealant system matching grout l ines 
  in different f loor designs

MSDSZ

Suitable for Joint width 75—500mm

Joint Width(W)(mm) 75 100 125 150 175 200 250 300 350 400 450 500

Exposed surface(ES)(mm) 283 308 333 358 383 408 458 508 558 608 658 708

Movement 
Capacity)(mm)

Total 60 60 60 60 60 60 60 60 60 60 60 60

+ 30 30 30 30 30 30 30 30 30 30 30 30

- 30 30 30 30 30 30 30 30 30 30 30 30

Wideness of Plate(mm) 190 215 240 265 290 315 365 415 465 515 565 615

Thickness of Plate(mm) 1.5 1.5 1.5 2 2 2 3 3 3 5 5 5

：

MSD-QSZ

Suitable for Joint width 75—500mm ：

Joint Width(W) 75 100 125 150 175 200 250 300 350 400 450 500

Exposed surface(ES) 180 205 230 255 280 305 355 405 455 505 555 605

Movement Capacity

Total 30 30 30 30 30 30 30 30 30 30 30 30

+ 15 15 15 15 15 15 15 15 15 15 15 15

- 15 15 15 15 15 15 15 15 15 15 15 15

Wideness of Plate(mm) 135 160 185 210 235 260 310 360 410 460 510 560

Thickness of Plate(mm) 1.5 1.5 1.5 2 2 2 3 3 3 5 5 5





MSNDK

Joint Width(W) (mm) 50 100 150 200

Exposed Surface(ES) (mm)

Movement Capacity(mm) 130 180 230 280

150 200 250 300

MSN-QDK

Joint Width(W) (mm) 50 100 150

Exposed Surface(ES) (mm)

Movement Capacity(mm) 80 130 180

100 145 200



 MSNSK

Suitable for Joint width 25—500mm：

Joint Width(W) 25 50 75 100 125 150 175 200 250 300 350 400 450 500

Exposed surface(ES) 120 145 170 195 220 245 270 295 345 395 445 495 545 595

Movement 
Capacity

(mm)

Total 65 80 80 80 80 80 80 80 80 80 80 80 80 80

+ 40 40 40 40 40 40 40 40 40 40 40 40 40 40

- 25 40 40 40 40 40 40 40 40 40 40 40 40 40

Wideness of 
Plate(mm)

65 90 115 140 165 190 215 240 290 340 390 440 490 540

Thickness of 
Plate(mm)

1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 2 2 2 2



  MSN-QSK

Suitable for Joint width 25—500mm

Joint Width(W) 25 50 75 100 125 150 175 200 250 300 350 400 450 500

Exposed surface(ES) 75 100 125 150 175 200 225 250 300 350 400 450 500 550

Movement 
Capacity

(mm)

Total 70 40 40 40 40 40 40 40 40 40 40 40 40 40

+ 50 20 20 20 20 20 20 20 20 20 20 20 20 20

- 20 20 20 20 20 20 20 20 20 20 20 20 20 20

Wideness of 
Plate(mm)

45 70 95 120 145 170 195 220 270 320 370 420 470 520

Thickness of 
Plate(mm)

1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 1.5 2 2 2 2

：



MSNDJ

Joint Width(W) (mm) 50 100 150 200

Exposed Surface(ES) (mm) 50 100 150 200

Movement Capacity(mm) 50 50 50 50

MSN-QDJ

Joint Width(W) (mm) 50 100 150

Exposed Surface(ES) (mm)

Movement Capacity(mm) 80 130 180

100 145 200



MSQG

Suitable for Joint width 75—500mm：

Joint Width (W) 
(mm)

75 100 125 150 175 200 250 300 350 400 450 500

Exposed surface 
(ES) (mm)

175 200 225 250 275 300 350 400 450 500 650 600

Movement 
Capacity 

(mm)

Total 130 155 180 205 230 255 305 355 405 455 505 555

+ 100 100 100 100 100 100 100 100 100 100 100 100

- 30 55 80 105 130 155 205 255 305 355 405 455

Width of Plate 
(mm)

175 200 225 250 275 300 350 400 450 500 550 600

Thickness of 
Plate (mm)

1.5 1.5 1.5 1.5 2 2 2 3 3 3 3 3



MSQ-QG

Suitable for Joint width 75—500mm：

Joint Width (W) 
(mm)

75 100 125 150 175 200 250 300 350 400 450 500

Exposed surface 
(ES) (mm)

125 150 175 200 225 250 300 350 400 450 500 550

Movement 
Capacity 

(mm)

Total 90 115 140 165 190 215 265 315 365 415 465 515

+ 55 55 55 55 55 55 55 55 55 55 55 55

- 35 60 85 110 135 160 210 260 310 360 410 460

Width of Plate 
(mm)

125 150 175 200 225 250 300 50 400 450 500 550

Thickness of 
Plate (mm)

1.5 1.5 1.5 1.5 2 2 2 2 3 3 3 3



MSQDJJ

Joint Width(W) (mm) 50 100 150 200

Exposed Surface(ES) (mm) 130 180 230 280 330

Movement Capacity(mm) 50 100 150 200 250

250

MSQ-QDJJ

Joint Width(W) (mm) 50 100 150 200

Exposed Surface(ES) (mm) 90 140 190 240 290

Movement Capacity(mm) 50 100 150 200 250

250

W

ES
Extruded Aluminum FrameContinous Insert Rubber

W

ES
Extruded Aluminum FrameContinous Insert Rubber



MSQDJZ

Joint Width(W) (mm) 50 100 150 200

Exposed Surface(ES) (mm) 50 100 150 200

Movement Capacity(mm) 50 100 150 200 250

250

250

MSQ-QDJZ

Joint Width(W) (mm) 50 100 150 200

Exposed Surface(ES) (mm) 50 100 150 200

Movement Capacity(mm) 50 100 150 200 250

250

250

W

ES
Extruded Aluminum FrameContinous Insert Rubber

W

ES
Extruded Aluminum Frame

Continous Insert Rubber



W

ES

Extruded Aluminum Frame

Continous Insert Rubber

MSQDJF

Joint Width(W) (mm) 50 100 150 200

Exposed Surface(ES) (mm) 50 100 150 200

Movement Capacity(mm) 20 100 150 200

250

250

250

MSQ-QDJF

Joint Width(W) (mm) 50 100 150 200

Exposed Surface(ES) (mm) 50 100 150 200

Movement Capacity(mm) 20 100 150 200

250

250

250

W

ES

Extruded Aluminum Frame

Continous Insert Rubber



MSNHJ

Joint Width(W) (mm) 20 35 50

Exposed Surface(ES) (mm) 50 70 100

Movement Capacity(mm) 10 15 20

MSN-QHJ

Joint Width(W) (mm) 20 35 50

Exposed Surface(ES) (mm) 51 70 81

Movement Capacity(mm) 10 15 20

W

ES extruded aluminum
cover plate

ss spring clip

W

ES

extruded aluminum
cover plate

ss spring clip



MSWGZ

Joint Width(W)(mm) 50 75 100 125 150 200 250 300 350 400 450 500

Exposed surface
(ES)(mm)

230 255 280 305 330 380 430 480 530 580 630 680

Movement Capacity(mm) 140 165 190 215 240 290 340 390 440 490 540 590

Extruded Aluminum Frame

Aluminum Plate

W

ES

Features
· Ideal for roof to roof applications
·Suitable for Joint width 50—500mm
·Featuring Neoprene weather washers that prevent leaking where fasteners 
 penetrate frames/covers
·Gasketed fasteners resist water and air passage
·Surface mount system accommodates uneven expansion joint widths
·Anodised Aluminum, sprayed Aluminum, Stainless steel plate and Brass plate
 can be chosen
·Aluminum covers may be engineered to resist snow and wind loads



MSW-QGZ

Joint Width(W)(mm) 50 75 100 125 150 200 250 300 350 400 450 500

Exposed surface
(ES)(mm)

140 165 190 215 240 290 340 390 440 500 562 625

Movement Capacity(mm) 70 95 120 145 170 220 270 320 370 430 492 555

MSW-QGZ

Aluminum Plate

W

ES

Extruded Aluminum Frame
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